REVISIONS

THIS DRAWING IS NOT TO BE SCALED. FOR ADDITIONAL
INFORMATION, PLEASE CONTACT OUR ENGINEERING DEPT.

DESCRIPTION

| DATE

APPROVED

INITIAL RELEASE ER #2401

| 150cT02

AWB

EXHAUST DAMPER **

MOTOR /BLOWER **
INLET DUCT *

LIFTING LUG r
CARTRIDGE FILTER ACCESS DOORS .

HIGH PRESSURE FITTING /

LOW PRESSURE FITTING — ),

PNEUMATIC VALVE ASSEMBLY **
CONSISTING OF:

BALL VALVE

AR LINE OIL FILTER

AR LINE CONDENSATE FILTER
PRESSURE REGULATOR & GAUGE

NOTE:
UNIT & LAYOUT IS FOR REPRESENTATION PURPOSES ONLY.
CONFIRM ALL NECESSARY PURCHASED ITEMS WITH A
UNITED AIR SPECIALISTS REPRESENTATIVE.

CONFIDENTIAL: THIS DOCUMENT CONTAINS INFORMATION WHICH IS PROPRIETARY

EXHAUST DISCHARGE
—SAFETY RETURN FILTER **
—SILENCER **

ELECTRICAL SUPPLY *
TO SOLENOID VALVES

COMBINATION STARTER **
w/ STEP DOWN TRANSFORMER

SUPRA—CLEAN PULSE TIMER CONTROL
SUPRA-VIEW PULSE PANEL**
SUPRA—I.Q. DIAGNOSTIC PANEL**

MAGNEHELIC OR PHOTOHELIC GAGE
(NOT REQ'D WHEN SUPRA—VIEW
OR SUPRA-I.Q. IS SUPPLIED)

ELECTRICAL CONNECTION *
TO SOLENOID ENCLOSURE

DUST-HOG AIR MANIFOLD

COMPRESSED AIR CONNECTION

DIAPHRAGM VALVE

* ASTERISK DENOTES ITEMS NOT FURNISHED BY UNITED AIR SPECIALISTS
** DOUBLE ASTERISK DENOTES ITEMS AVAILABLE
FROM UNITED AIR SPECIALISTS AS AN OPTION.

TO PARKER HANNIFIN, AND SHOULD BE PROTECTED ACCORDINGLY
UNLESS OTHERWISE SPECIFIED: SIGNATURES |[MO—DA—YR
DIMENSIONS ARE IN INCHES. [DRAWN WHS | 150CT02 SUPRAFLO TYPICAL INSTALLATION
FRAC. ERANCE: ol | CHECKED TBG 150CT02 SIZE REV.
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