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AIR PURIFIERS · DUST COLLECTORS · FUME EXTRACTORS



ABOUT US
HIGH EFFICIENCY, PORTABLE AND INTEGRATED

AIR MANAGEMENT SOLUTIONS

Since 1991 QUATRO Air Technologies has been 

researching, designing and manufacturing high 

efficiency, portable and integrated air 

management solutions for commercial and 

industrial applications. 

Working closely with engineers and 

professionals from a wide range of industries 

and services helped us deliver solutions that 

match the specific requirements of almost any 

sector.

Our air purification systems are indispensable 

tools for industries and processes generating 

high volumes of debris, ultra-fine particles, 

chemicals, VOC’s and fumes: welding, 

soldering, laser marking, cutting and 

engraving, dental laboratories, jewelry and 

precious metals processing, digital, offset and 

large format printing.
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AF400
Compact and powerful, the AF400 air 
purifier is an excellent choice for localized 
chemical, odor and particle removal.

Dimensions: 30H x 12W x 15D (in), 48 lbs
Airflow: 280 CFM (475 m3/h)
Power: 120V/2A, 230V/1A

AF400M

Portable air purifiers for localized particle 
and/or chemicals and odors elimination.

Dimensions: 21H x 13W x 16D (in), 48 lbs
Power: 120V/1A, 230V/0.5A

AIR
PURIFIERS
MULTISTAGE AIR FILTRATION

AF2000 AF1000 AF400 AF400M
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AF2000
Designed to handle high concentrations of 
chemicals, gases, odors, particles and 
biological contaminants

Dimensions: 71H x 24W x 26D (in), 350 lbs
Airflow: 1000 CFM (1699 m3/h)
Power: 120V/4A, 230V/2A

AF1000
Enhanced protection against a wide range 
of airborne pollutants including chemical 
compounds, gases, odors and particles.

Dimensions: 52H x 16W x 22D (in), 200 lbs
Airflow: 600 CFM (1019 m3/h)
Power: 120V/2A, 230V/1A

Although very effective against very fine 
particles, HEPA filters do not filter out 
gasses and odor molecules.

Our refillable chemical filters use 
carefully formulated filtration media 
blends to remove odors, chemical vapors 
and  volatile organic compounds (VOCs).

From generic particle filtration to very 
specific chemical compounds, our units 
set the standard in air purification.

HEPA+CHEMICAL

FILTRATION

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Quatro reserves the right to modify any specifications, at any time without prior notice.



JetStream SERIES
COMPACT HEPA DUST COLLECTORS

Air Flow: 0-240 m³/h / 0-141 CFM
Max Pressure:  90" W.C. / 22 kPa
Electrical: 120V / 8A or 230V / 4A
Dimensions: Standard 11"W x 14.25"D x 12"H / 279mm x 362mm x 305mm
 Tallboy 10"W x 16"D x 16"H / 254mm x 406mm x 406mm
 Widebody 16"W x 14.25"D x 12"H / 406mm x 362mm x 305mm
Filter Sequence: Antimicrobial high capacity bag filter, HEPA Filter

· Compact space saving designs
· Health-smart, antimicrobial �lter bags
· Whisper quiet performance, 52 dBa
· Different orientations to suit application
· Inlet collar 1.5” standard 
· 2 stage �ltration: bag �lter and HEPA �lter
· Quick and easy �lter service

Left to right:  JetStream Tallboy, JetStream Widebody, JetStream Standard

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

H562 ADAPTER
for 0.5” tubing

Quatro reserves the right to modify any specifications, at any time without prior notice.



Air Flow: 0-480 m³/h / 0-282 CFM
Max Pressure:  90" W.C. / 22 kPa
Electrical: 120V / 7A or 230V / 3A
Dimensions:
iVAC Single 2.0 14.4"W x 15.2"D x 24.5"H
 366mm x 386mm x 622mm
iVAC TWIN 2.0 15.75"W x 19.5"D x 25.5"H
 400mm x 495mm x 648mm
Filter Sequence: Cartridge, HEPA filter

Left to right:  iVAC Single 2.0, iVAC TWIN 2.0 

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

iVAC 2.0 Series
MULTIPURPOSE HEPA DUST COLLECTORS FOR WORKBENCH APPLICATIONS 

iVAC Single 2.0
· Medium duty, general purpose

· Fully automatic filter cleaning

iVAC TWIN 2.0
· Heavy duty, general purpose
 (larger debris storage chamber)

· Fully automatic filter cleaning

OnLine Filter Cleaning Function
Operate the mill overnight while the filters 
clean themselves

HEPA Filter
99.97% efficiency on submicron particles 
(zirconium dust)

AutoFlow
Set to lowest acceptable speed, motors 
automatically speed up to overcome pressure 
increase

Temporary ON
Clean your system while unit is in standby 
mode

Hybrid INFINITY motors

Separate access doors
Allows to remove debris without having to 
access filter section

Silent Operation
Quietest units on the market (50-55dbA)

iVAC 2.0 with additional Cyclone collector

Quatro reserves the right to modify any specifications, at any time without prior notice.



Left to right:  Velocity X1, Velocity X2, and Velocity X4 

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

VELOCITY / AEROVAC Series
Multi-Station Dust Collectors 

Air Flow: Velocity X1: 300 CFM (510 m³/h)
 Velocity X2: 400 CFM (680 m³/h)
 Velocity X4: 600 CFM (1019 m³/h)
 AeroVAC2: 141 CFM (240 m³/h); 90” W.C.
 AeroVAC4: 280 CFM (475 m³/h); 90” W.C.
Electrical: 120V / 8A (X1, X2),  120V / 10A (X4), 120V / 12A (AeroVAC4)
Dimensions: X1: 14"W x 20"D x 17"H / 356mm x 508mm x 432mm
 X2: 14"W x 25"D x 17"H / 356mm x 635mm x 432mm
 X4: 18"W x 34"D x 22"H / 458mm x 864mm x 556mm
Filter Sequence: Knock out plate, filter wrap, cartridge

· Ideal for multiple users or workstations
· High performance bagless system
· 3-stage �ltration (knock out plate, �lter wrap, cartridge)
· Single, dual and quad inlet con�gurations 1.5”, 2”, 2.5”, 3”, 4”
· Large dust storage tray, 5 gallon pail (available on X4 model)
· Whisper quiet performance, 54 dBa

Quatro reserves the right to modify any specifications, at any time without prior notice.



AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

PowerStation Series
Dust Collectors 

Air Flow: 260 CFM (442 m³/h)
Electrical: 120V / 12A or 230V / 6A
Dimensions: PS2: 16"W x 13"D x 26"H / 406mm x 330mm x 661mm
 PS3: 25"W x 14"D x 40"H / 635mm x 356mm x 1016mm
Filter Sequence: High capacity bag filter, HEPA Filter

· Allergy Safe, High Capacity Filters
 Allow you to capture and safely contain

 large amounts of dust and debris

· Deep-bed HEPA Filters
 99.97% ef�ciency on  submicron particles

· 2 Hybrid INFINITY Motors
 For more air�ow and more suction

· AutoFlow
 Motors automatically adjust speed

 to overcome pressure increases 

· Visual Alerts
 Intelligent controls provide constant monitoring

 and maintenence alerts

· Silent Operation
 Quietest units on the market (49-55dbA)

Quatro reserves the right to modify any specifications, at any time without prior notice.



FILTERS

BASIC
COMPACT, PORTABLE  FUME EXTRACTOR / DUST COLLECTOR

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Quatro reserves the right to modify any specifications, at any time without prior notice.

AG140HEPA Filter (F220)

Air Flow: 240 m³/h / 141 CFM
Max Pressure:  90" W.C. / 22 kPa
Motor(s): 1.1 kW High Speed Turbine, CSA/UL approved
Voltage: 120V or 230V
Dimensions: 7"W x 16"D x 9.75"H / 178mm x 407mm x 248mm
Filter Sequence: HEPA Filler 99.97%
 Bag filter 
Options: Carbon Filter
lnlets: 1,5” Standard; Adapter for 1/2” tubing
Discharge: Recirculation grille
Sound Level: 56 dBA at full speed
Suction hose: 6 feet (2m) of heavy duty hose & clamps

· Small foot-print for tight spaces

· High speed turbine provides ef�cient debris removal

· Easily disposable Bag Filter

· Includes HEPA Filter

· Ultra quiet, 51dBA (measured at 6ft)

· Ideal for 1/2” - 3/4” tubing (with optional H562 adapter)

F228 Chemical Filter
(Optional)

H562 Adapter

H562 ADAPTER
for 0.5” tubing



STANDARD FILTER

OPTIONAL FILTERS

AG140 Bag FilterF230 HEPA FilterF229 Chemical Filter

AG162 All-In-One

Left to right: SPH-Mini, SPH400 (size reference) and SPH-Mini with optional AA005 capture arm

SPH-Mini
LOW PROFILE, LIGHT DUTY FUME EXTRACTOR

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Quatro reserves the right to modify any specifications, at any time without prior notice.

Air Flow: 240 m³/h / 141 CFM
Max Pressure:  90" W.C. / 22 kPa
Motor(s): 1 kW High Speed Turbine, CSA/UL approved
Voltage: 120V or 230V
Dimensions: 9"W x 9"D x 19"H / 230mm x 230mm x 483mm
Filter Sequence: All-in-one disposable cardbox filter (AG162) containing:
 Multi-layered inlet filter pad
 HEPA Filler 99.97%
 General purpose chemical filter 
Options: Bag filter; Source capture arms; Digital control panel
lnlets: 1,5” Standard; 3” Optional
Discharge: Recirculation grille
Sound Level: 56 dBA at full speed
Suction hose: 6 feet (2m) of heavy duty hose & clamps

· Low-pro�le, light duty solder fume extractor
· Multiple �lter arrangement allows for disposable bag,
 HEPA cartridge and gas phase �lter
· Built in whisper quiet features
· Custom chemical �lters can be incorporated to deal with speci�c 
 gas phase contaminants
· Optional digital control panel

AA005 Flexible Arm



FILTERS

F074
Medical Grade HEPA

F072-GPC
Chemical Filter

F071
Pleated Pre-filter

SolderPure
FUME EXTRACTOR FOR SMALL OPERATIONS

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Ideal for low debris generating applications 
· Motorized brushless impeller 
· Enhanced mobility with heavy duty lockable casters
· Multi-stage �ltration system: pre-�lter, HEPA and chemical �lter
· Whisper quiet operation
· Optional digital control panel

Air Flow: 510 m³/h / 300 CFM
Motor(s): Motorized impellers, backward inclined, non-overloading 
Voltage: 120V or 230V
Dimensions: 13"W x 16"D x 20"H / 330mm x 406mm x 508mm
Filter Sequence: 2" Pleated pre-filter, 30% ASHRAE (F071)
 2” Medical grade HEPA Filter 99.97% (F074)
 2“ Chemical filter (F072-GPC) 
Optional lnlets: 3”, 4” or dual 3" diameter
Discharge: Recirculation grille
Sound Level: 54 dBA at full speed
Remote Control: Optional
Suction hose: 6 feet (2m) of heavy duty hose & clamps

Dual-workstation configuration with optional capture arms:

AA005 (left, unit mount) and AA062 (right, table mount)

AA005 Flexible Arm



FILTERS

F075
Medical Grade HEPA

F072-GPC
Chemical Filter

F164
Pleated Pre-filter

F071
Pleated Pre-filter

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

SolderPure HC / HD
EXTENDED CAPACITY FUME EXTRACTOR

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Ideal for low debris generating applications
· Motorized brushless impeller 
· Enhanced mobility with lockable casters
· Multi-stage �ltration system
· Whisper quiet operation
· Optional digital control panel

F077-GPC
Chemical Filter

Air Flow: 510 m³/h / 300 CFM
Motor(s): Motorized impellers, backward inclined
Voltage: 120V or 230V
Dimensions: 13"W x 16"D x 27.5"H / 330mm x 406mm x 699mm
Filtration: High capacity pleated pre-filter, 30% ASHRAE
 Medical grade HEPA Filter 99.97%
 Chemical filter 
Optional lnlets: 3” or 4" diameter
Discharge: Recirculation grille
Sound Level: 54 dBA at full speed
Remote Control: Optional
Suction hose: 6 feet (2m) of heavy duty hose & clamps

Right: SolderPure HC/HD Fume Extractor with optional source capture arm AA005

AA005 Flexible Arm

SolderPure
HD

F071
F075

F077-GPC

SolderPure
HC

F164
F075

F072-GPC

FILTER SEQUENCE



FILTERS

F057
Medical Grade HEPA

F033-GPC
Chemical Filter

F265
Pleated Pre-filter

AA006 Flexible Arm (unit mount)

AA062 Flexible Arm (table mount)

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

SPM 504
MULTI-USER FUME EXTRACTOR

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Ideal for up to 4 workstations
· Medium pressure motorized brushless impeller 
· Enhanced mobility with heavy duty lockable casters
· Multi-stage �ltration system: pre-�lter, HEPA and chemical �lter
· Whisper quiet operation
· Optional digital control panel

Air Flow: 1100 m³/h / 475 CFM
Motor/fan: Backward inclined, non-overloading, brushless 
Voltage: 120V or 230V
Dimensions: 15"W x 23"D x 30"H / 381mm x 585mm x 762mm
Filter Sequence: Pleated pre-filter, 30% ASHRAE (F265)
 Medical grade HEPA Filter 99.97% (F057)
 Chemical filter (F033-GPC) 
Optional lnlets: 2x3”, 3x3” or 4x3"
Discharge: Recirculation grille; optional silencer (H250]
Sound Level: 62 dBA at full speed
Remote Control: Optional
Suction hose: 6 feet (2m) of heavy duty hose & clamps

F022
Medical Grade HEPA

F045
Chemical Filter

Filter configurations

F007
Pleated Pre-filter

SPM504-1

F033-GPC / F057 / F265

SPM504-2

F045 / F057 / F007

SPM504-3

F033-GPC / F022 / F007

Multi-station configuration
with optional capture arms:

AA006 (unit mount) and AA062 (table mount)



FILTERS

F075
Medical Grade HEPA

AG111
Chemical Filter

F071 - Pleated Filter

AG128 - Bag Filter

CSA600
HEAVY-DUTY FUME EXTRACTOR

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Dual high speed turbine for high suction, pressure and air�ow
· Re�llable, 15” deep chemical �lter module, up to 66 lbs. (30kg)
· Multi-stage �ltration system: �lter bag (or high capacity
 pleated �lter), medical grade HEPA and chemical �lter
· LaserBlue gel seal guarantees ZERO FILTER BYPASS
· Enhanced mobility with heavy duty lockable casters
· Of�ce friendly, whisper quiet operation
· Digital control panel
Air Flow: 0-480 m³/h / 0-282 CFM
Max Pressure:  90" W.C. / 22 kPa
Motor(s): 2 X 1.0 kW High Speed Turbine
Voltage: 120V or 230V
Dimensions: 13"W x 21"D x 45"H / 330mm x 533mm x 1143mm
Filter Sequence: Antimicrobial high capacity bag filter (AG128)
 Pleated filter (F073), HEPA Filter 99.97% (F074),
 Chemical filter (AG111) 
Optional Filters: Antimicrobial high capacity bag filter (AG128)
 Pleated filter (F071), HEPA Filter 99.97% (F075),
Chemical filter (AG111)
Optional lnlets: 1.5”, 2”, 3” or 4" diameter
Discharge: Recirculation grille (standard) or optional 3" or 4" side collars
Sound Level: 52 dBA at full speed
Controls: Remote ON/OFF, communication capabilities, audible and visual alarms

AA005 Flexible Arm

A170 Articulated Arm

LaserBlue Gel
ZERO Filter Bypass.

Guaranteed!



FILTERS

F074
Medical Grade HEPA

AG097
Chemical Filter

F071
Pleated Pre-filter

AG168
Knock-out Pad

SPH400
FUME EXTRACTOR

FOR HEAVY AND MEDIUM DUTY

APPLICATIONS

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Multi-station configuration
with optional capture arms:

A127 (left) and A172 (right, table mount)

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Our most popular model for heavy and medium duty applications
· Multi-stage �ltration system: pre-�lter, HEPA and chemical �lter
· LaserBlue gel seal guarantees ZERO FILTER BYPASS
· Dual high speed turbine for high suction, pressure and air�ow
· Enhanced mobility with heavy duty lockable casters
· Digital control panel
· Also available: brushless units and custom �lter con�gurations

Air Flow: 0-482 m³/h / 0-280 CFM
Max Pressure:  90” W.C. / 22 kPa
Motor(s): 2 X 1.0 kW High Speed Turbine
Voltage: 120V or 230V
Dimensions: 12"W x 15"D x 24"H / 304mm x 381mm x 762mm
Filter Sequence: Multi layered knock-out pad (AG168)
 Pleated pre-filter, 30% ASHRAE rated (F071)
 2” Medical grade HEPA filter 99.97% (F074)
 8“ Chemical filter (AG097) 
Optional lnlets: 2”, 3”, 4", dual 3”, or dual 2”
Discharge: Recirculation grille (standard) or optional 3" or 4" side collars
Sound Level: 62 dBA at full speed
Controls: Remote ON/OFF, communication capabilities, audible and visual alarms
Suction hose: 6 feet (2m) of heavy duty hose & clamps

SPH400 with 6 stations

LaserBlue Gel
ZERO Filter Bypass.

Guaranteed!



FILTERS

F074
Medical Grade HEPA

AG097
Chemical Filter

F071
Pleated Pre-filter

SPH400FA
FRONT ACCESS FUME EXTRACTOR

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

· Front door access for simpli�ed �lter maintenance
· Designed for heavy and medium duty applications
· Multi-stage �ltration system: pre-�lter, HEPA and chemical �lter
· LaserBlue gel seal guarantees ZERO FILTER BYPASS
· Dual high speed turbine for high suction, pressure and air�ow
· Whisper quiet operation
· Also available: brushless units and custom �lter con�gurations

Quatro reserves the right to modify any specifications, at any time without prior notice.

Air Flow: 0-482 m³/h / 0-280 CFM
Max Pressure:  90” W.C. / 22 kPa
Motor(s): 2 X 1.0 kW High Speed Turbine
Voltage: 120V or 230V
Dimensions: 12"W x 15"D x 26"H / 304mm x 381mm x 660mm
Filter Sequence: Pleated pre-filter, 30% ASHRAE rated (F071)
 2” Medical grade HEPA filter 99.97% (F074)
 8“ Chemical filter, 40 lbs / 18kg (AG097) 
Optional lnlets: 2”, 3”, 4", dual 3”, or dual 2”
Discharge: Recirculation grille
 Optional 3" or 4" side collars for venting to the exterior
Sound Level: 62 dBA at full speed
Controls: Remote ON/OFF, communication capabilities, audible and visual alarms
Suction hose: 6 feet (2m) of heavy duty hose & clamps

Space saving · Easy access to filters
Available with top inlet plate (left) or side inlet plate (right)

LaserBlue Gel
ZERO Filter Bypass.

Guaranteed!



LaserBlue Gel
ZERO Filter Bypass.

Guaranteed!

FILTERS

F074
Medical Grade HEPA

AG097
Chemical Filter

F071
Pleated Pre-filter

AG168
Knock-out Pad

SPH800
FUME EXTRACTOR

FOR HIGH VOLUME APPLICATIONS

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Cost-effective high pressure system
· LaserBlue gel seal guarantees ZERO FILTER BYPASS
· Whisper quiet operation
· Enhanced mobility with heavy duty lockable casters
· Powered by 3 high-speed turbines (CSA/UL approved)
· Up to 100 lbs. (45 kg) of chemical �ltration media
· Also available: brushless units and custom �lter con�gurations
· Digital control panel

Air Flow: 0- 610 m³/h / 0-360 CFM
Max Pressure:  90" W.C. / 22 kPa
Motor(s): 3 X 1.0 kW High Speed Turbine, UL & CSA Listed
Voltage: 230V
Dimensions: 16"W x 25"D x 30"H / 406mm x 635mm x 760mm
Filter Sequence: Multi layered knock-out pad (1 / inlet) (AG168)
 2 x Pleated pre-filter, 30% ASHRAE rated (F071)
 2 x 2” Medical grade HEPA filter 99.97% (F074)
 2 x 8“ Chemical filter (AG097)
Optional lnlets: 1.5”, 2”, 2.5“, 3”, 4", or dual inlets
Discharge: Recirculation grille (standard) or optional 3" or 4" side collars
Sound Level: 54 dBA at full speed
Controls: Remote ON/OFF, communication capabilities, audible and visual alarms
Suction hose: 6 feet (2m) of heavy duty hose and clamps

Multi-station configuration with optional capture arms:

A127 (left) and A172 (right, table mount)

SPH800 with 10 stations



Source capture configuration,

ducted to wave soldering unit

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

AF2000
FUME EXTRACTOR FOR HIGH VOLUME APPLICATIONS

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Designed for high volume aaplications (or multi-station)
· Front door access to �lters and the motor blower 
· Multi-stage �ltration system: pre-�lter, HEPA and chemical �lter
· Custom �lter con�gurations available
· High quality blower motors with very high volumetric �ow rate
· Whisper quiet operation
· Digital control panel

Air Flow: Nominal 1700 m³/h / 1000 CFM
Voltage: 120V or 230V
Dimensions: 24"W x 26"D x 71"H / 610mm x 660mm x 1800mm
Filtration: Pre-filters
 Medical grade HEPA filters 99.97%
 Chemical filter, up to 200 lbs / 90kg 
lnlets: 6“ standard. Optional: 2”, 3” or 4" diameter
Discharge: Recirculation grille
 Optional 10" or 12" discharge collars for venting to the exterior
Sound Level: 54 dBA at full speed
Controls: Remote ON/OFF, communication capabilities, audible and visual alarms
Suction hose: 12 feet (3.6m) of flexible hose & clamps

2�

FiltersPleated HEPA
99.97%

Deep
Pleated

Chemical
26 blends

Chemical
26 blends

HEPA
99.97%

HiCapacity
Pleated HEPA 99.97%

6�

Filters

12�

Filters

PARTICLE & CHEMICAL FILTERS



· Protects operators from harmful chemicals, vapors and particulates
· Illuminated interior provides a clear and bright work environment
· Quiet operation, digital control panel with audible and visual alarms
· Standard �lter sequence: pre-�lter, chemical �lter and HEPA �lter
· Custom �lter sequences available for custom applications
· Adjustable hinged acrylic front door allows for great visibility

FILTERS

F074
Medical Grade HEPA

F072-GPC
Chemical Filter

F071
Pleated Pre-filter

Air Flow: 510 m³/h / 300 CFM
Voltage: 120V or 230V
Dimensions: 24"W x 18"D x 29"H / 610mm x 458mm x 737mm
 29"W x 20"D x 39"H / 737mm x 508mm x 990mm
Filters: Pleated pre-filter, 30% ASHRAE rated (F071)
 2” Medical grade HEPA filter 99.97% (F074)
 2“ Chemical filter (F072-GPC) 
Discharge: Recirculation grille
 Optional 3" or 4" collars for venting to the exterior
Sound Level: 62 dBA at full speed
Controls: Remote ON/OFF, communication capabilities, audible and visual alarms

DESKTOP CONTAINMENT SYSTEM
IDEAL FOR SINGLE STATION FILTRATION

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Quatro reserves the right to modify any specifications, at any time without prior notice.



AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

Downdraft Station DDS
Space-Saving Air Purification System with ClearView Containment Hood

Quatro reserves the right to modify any specifications, at any time without prior notice.

Low Profile Configuration

1. ClearView Containment System
2. Multi-stage Filtration Unit

Powered by an ultra-quiet brushless motor and a 
multi-stage filtration system, the DDS Downdraft 
Station removes harmful particles from the work 
area and helps you maintain a clean and healthy 
workplace. 

For restricted spaces, the Low Profile 
Configuration allows the system’s containment 
hood to be installed on the workbench and 
connected to the top or the back of the Multi-stage 
Filtration Unit via flexible hose.

Available Configurations

Stand-alone
45.5"H (1155mm) x 16"W (406mm) x 17.9”D (455mm)

Low Profile
· ClearView Containment System
 14.5"H (368mm) x 15"W (381mm) x 15”D (381mm)
· Multi-stage Filtration Unit
 32"H (813mm) x 16"W (406mm) x 13”D (330mm);
· High Intensity LED Bracket (optional) 



AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

ContractAir
Rugged, Modular Air Scrubbers

 Workshop  Ventilation
 Paint and solvent fumes, welding gases, dust and 
 ultra-fine particulate from sandblasting, milling and
 woodworking activities.

 Garage Ventilation
 Dust, engine exhaust, diesel particulate matter,
 fuel storage, chemicals, VOCs. Essential for fire stations,
 ambulance bays, loading docks, toll stations, municipal
 garages,interior parking lots.

 Construction, Renovation, Demolition
 Drywall cutting and sanding, concrete cutting and
 finishing, asbestos and lead removal,
 mold abatement, floor sanding and staining,
 thermal spray insulation.

Compact, lightweight and versatile, the ContractAir 
portable air scrubbers offer advanced protection against 
dust, ultra-�ne particulate and chemical pollutants.
Our high-ef�ciency units remove dangerous airborne 
contaminants, reduce the health risks, create a safe work 
environment and protect sensitive equipment.

Hose / Duct

Filter Module

MODULAR DESIGN

Blower/Fan Module

1

1

1

2

2

2
2

UV Light Heavy-Duty
Casters

Handles Adjustable
Louver

Deflector
Grilles

Pressure Gauge Variable
Speed Control

Duct Collars
8”,10”,12”,14”

High Output
Fans 

Mounting
Legs

Silencer

12” Collar

14” Collar

2” Filter*

10” Collar

8” Collar

2” Filter*

12” Filter*

* See filters section for available configurations

BLOWER
Modules

FILTER
Module

Quatro reserves the right to modify any specifications, at any time without prior notice.









360º Easy to Use Capture Arm

High Air Flow · Low Pressure Drop

Washable Cartridge Filter

Energy Efficient

Low Operating Costs

ETL Approved to UL507 and CSA 22.2

AIR TECHNOLOGIES INC.

1.877.978.2876
quatroair.com

WeldAir
Mobile Fume Extractor for Welding Applications

Air Flow: 600 CFM (1019 m³/h)
Electrical: 120V / 10A
Dimensions: 18"W x 26"D x 28"H / 457mm x 660mm x 711mm
Filter Sequence: Spark arrestor, pre-filter wrap,
 washable cartridge filter (BIA rating 99.93% on 0.2-2 micron)

Quatro reserves the right to modify any specifications, at any time without prior notice.

Multi-stage Filtration System

1. Capture arm 4. Cartridge filter
2. Spark arrestor 5. Debris tray
3. Pre-filter wrap 6. Optional carbon filter

Mobile and powerful source capture welding fume 
extractor, removes hazardous fumes from the work area 
without contaminating the surroundings.

The highly-efficient multi-stage filtration system includes: 
internal aluminum mesh spark arrestor, pre-filter wrap,  
washable filter for sub-micron particles down to 0.2 
microns, capture tray for larger particles and optional 
carbon filter.

The washable cartridge filter reduces the need  for frequent 
filter replacement and minimizes the operating costs.

Easy access to the filtration system allows the user to 
perform any maintenance task without any formal training.



SOLDER TIP
FUME EXTRACTION

Scalable fume extraction solutions
for electronics assembly operations 

Reduce exposure to harmful soldering fumes by capturing 
them at the source.

Prevent aparition of serious medical conditions such as 
skin and eye irritation, allergenic conditions, bronchitis, 
sinonasal cancer and carcinogenic heart/lung diseases.

SPH800
20-station con�guration with optional tip extraction kits.

Multi-Station Tip Extraction Units

SPH800 (up to 40 stations)

SPH400 (up to 25 stations)
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AIR TECHNOLOGIES INC.

ACCESSORIES
INCREASED FUNCTIONALITY FOR YOUR UNITS AND IMPROVED PRODUCTIVITY FOR YOUR BUSINESS

Bench M
ount

Magnet M
ount

U
nit Mounted, Flexible A

rm
s 

a
n

d
 V

a
lv

e
s

Cyclone Colle
cto

rs

Custom Containm
ent S

ys
te

m
s

Articulated A
rm

s

Quatro reserves the right to modify any specifications, at any time without prior notice.



VALUES AND VISION
WE ARE FOCUSED, RESOURCEFUL AND CREATIVE

AND WE SEEK SIMPLE SOLUTIONS TO COMPLEX PROBLEMS.

At QUATRO we are committed to 

building long-term loyalty by 

working with our partners to 

help them be successful and 

driving  their satisfaction with all 

products and services we offer.

Training and People
We are committed to training 

and deploying personnel that are 

proficient in the procedures and 

technical capabilities required 

for their assigned activities.

Auditing, Monitoring and
Testing
We are continuously testing the 

effectiveness of our procedures 

and verify that product 

specifications are met at all 

stages of production through 

in-process inspection and 

testing.

Continuous Improvement
We continually improve the 

effectiveness of our QMS 

Driven by a passion for delivering 

on every commitment, we are 

dedicated to providing our 

customers and partners the 

highest quality products with 

unparalleled customer service 

and responsiveness.

HIGH QUALITY

DOCUMENTATION

TRAINING
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SUPPLIER

QUALITY

CONTINUOUS

IMPROVEMENT

through  quality policies and 

objectives,  collection and 

analysis of nonconformance 

data and determination of cause, 

corrective and preventive actions 

and management reviews. We 

use proven methodologies and 

tools to drive sustainable 

improvements.

Corrective and Preventive
Action
Our efforts for continuous 

improvement of our products 

and services include screening 

for non-conformances, determine 

the cause and evaluate the need 

for corrective and preventive 

action to prevent any recurrence, 

determining and implementing 

actions and verifying the 

effectiveness of the actions 

taken.

Document Control
We define, establish and 

maintain document control 

methods to enable users to 

properly identify and access the 

current revision of all required 

documents.

Supplier Quality
We have established rigorous 

processes to ensure that our 

high quality standards are met 

by our suppliers and we 

continuously verify the quality 

level for all sourced components 

and services.

OUR COMMITMENT TO QUALITY


